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BLACKHAWK 


compact H-frame press 
easy-working 
g 12-ton power 


This popular hydraulic press is ideally suited for general auto- 
motive and farm equipment repair work. It will handle U-joints, 
axle bearings, alternator pulleys, ball joints and a wide variety of 
maintenance and repair jobs. The powerful 12-ton jack may be 
equipped with an optional gauge to show PSI and tons load read- 
ings. Press bed is adjustable. Versatile and dependable, the AP-12 
is an all-around performer which utilizes its power to make the 
tough jobs easier. 






















Model AP-12 
12-ton hydraulic press 









Dimensions (in inches) 




















A | B Cc D | 7 F G | H | J | K 
Model —___—_—__— — ! ! } pH | 
ey | | 
No. Capacity |_ — —— | No. of Spacing | Throat aided | Ram | aoe | Overall | Leg 
Tons Min. | Max. | Pos. Width | Outside | Inside | Travel | Width | Depth | Height | Opening J 
a is ee = —— - + + ——+ t t— | 
AP-12| 12 — |40 | 9 | 5 18% | 7% | 4% | 5% | 24% | 29% | 69% | — 
a q 
12-ton press accessories ee all 








AP-122 Pair of Arbor Plates 


AP-123 Safety Shield for removing bearings Bearing Puller and Safety Shield 
AP-124 Pair of Small ‘‘V’’ Blocks are recommended accessories 
AP-126 Small Bearing Puller, spread %” to 454” when removing bearings from axle 
AP-127 Medium Bearing Puller, spread 42” to 5%” shafts. (Press shown is 50-ton 
C-107L Hydraulic gauge with fitting for 12-ton jack model) 
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